
WHY ARE WE DIFFERENT? 

  NO welding and NO cutting 

  JUST-IN-TIME delivery (even overnight for emergencies) 

  ADJUSTABLE to support 4’ to 10’ joist spans with 15” to 96” openings 

  QUICK and EASY installation - even after the deck is installed 

  Commercial buildings 

  Pre-engineered buildings 

  New construction 

  Tenant improvement 

  Panelized wood roof systems 

APPLICATIONS 

INSTALLATION 

  Tools: 3/4” wrench or a cordless impact driver (recommended) 

  Typical installation: 10 - 30 minutes 

FRAME LOAD CAPACITY 

QuickFrames are pre-engineered for most applications.  Site-specific engineering is included as needed. 
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MECHANICAL LOAD CAPACITY (LBS) * 

* Based on a 4’ opening between the main rails, using two angle connectors per junction of main and cross rails. 

   Per IBC Section 1607.8.2, at frames supporting light machinery (shaft or motor driven), the maximum frame 

   loads shown have been reduced by 20%.  Also an industry standard unbalancing mechanical loading of 2/3 and 

   1/3 is included.  Maximum loads shown are for the QuickFrames adjustable frame only.  Building roof structure 

   framing capacity (existing or new) shall be verified by a registered structural engineer to ensure proper loading. 



PARTS LIST 

Main Rails (2) 

  Each set consists of two (2) rails, one sliding inside the other. 

  Main rail pieces are manufactured from 10, 12, or 16-gauge, 

    G-90 galvanized steel, cold formed in a channel configuration  

    with 5¼" depth and 1¾" flanges. 

Cross Rails (2) 

  Each cross rail consists of two (2) rails with one sliding inside 

    the other. 

  Cross rail pieces are manufactured from 10, 12, or 16-gauge, 

    G-90 galvanized steel, cold formed in a channel configuration  

    with 5¼" depth and 1¾" flanges. 

Angle Brackets (4) 

  Angle brackets are manufactured from12-gauge, G-90 galvanized, cold formed steel. 

Main Rail Hangers (4) 

  Powder coated joist hangers are manufactured from cold formed A36 1/8" (white) or 3/16" (black) HR steel plate. 

    Connector plates are A36 ¼" HR steel plate, ¾" x 13 square nut and 1 ½" x ½" x 13 grade 5 tap bolt. 

  Powder coated black wood and purlin hangers are manufactured from 12-gauge, G-90 galvanized steel 

Hardware (32 ea.) 

  1” x ½" grade 5 zinc coated carriage bolts. 

  ¾" x 13 serrated zinc coated flange nuts. 

SHIPPING 

  QuickFrames are shipped unassembled, 

    typically on pallets, for lower freight costs. 

  Partial pre-assembly available  

  For small orders or in case of an emergency 

    they can even be shipped individually, 

    via overnight air shipment. 

FOR MORE INFORMATION 

To learn about all the advantages QuickFrames has over conventional roof frames – including 

some major safety and cost advantages – call 480.464.1500 or visit www.quickframes.us. 
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